
Three Phase IT & Infra UPS Systems
Range: 60 kVA to 500 kVA (3:3)

IT & Infra UPS

Exceptional safeguard against Power Disruption
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Features  

—  High efficiency, up to 96% 

  protection when fault happens 

—  High input PF>0.99;Input current THDi<3% 

—  Full DSP control technology guarantees

—  50 Hz / 60 Hz frequency converter mode 

 high performance 

—  True double-conversion 

—  Active power factor correction in all phases 

—  Multi-protection, as temperature, overload,
   battery under voltage, fan failures, short

—  Wide input voltage range 

 circuit
— Alarms data store in system (890 alarms) 
—  Four circuit breakers, providing full

  the battery life 
—  Friendly operation interface, high
 resolution intelligent LCD screen 

  control, auto maintenance, greatly extend

—  Eco mode operation for energy saving
 (ECO) 
—  Emergency power off function (EPO) 
—  Generator compatible 
—  SNMP+USB+RS-232 multiple 
 communications 
— Adjustable battery numbers 

—  Battery management: smart charging

— Maintenance bypass available

—  Online double conversion mode

—  Compact in size

 of performance in very compact unit

—  Easy to install and operate

—  Error messages are displayed on LCD

 extracted as and when required
—  Logs are stored in processor and can be

—  State-of-the-art technology providing high level

—  Remote monitoring service through SNMP

—  Large input voltage window

Advantages

IT & Infra UPS

It offers reliable and flexible secured power in a fully integrated 
package solution. It comes with highly efficient transformer-
free double conversion technology allowing it to provide 
installation and operational cost savings.

HS33 Series UPS applies advanced technology that increases 
performance and reliability. Two high speed DSPs with 
complete digital control fully ensures high quality of power 
supply, high input power factor and low input current distortion. 

It is a compact solution designed to optimize installation 
space requirements and provides enhanced flexibility to 
ensure superior protection for all load types (leading and 
lagging).

Combination of performance features, impressive 
integrated autonomy and compact footprint make it ideal for 
guaranteeing clean & continuous power for a wide range of 
applications for IT, medical facilities and laboratories.

Optional Features  

—  SNMP card 

— Battery cold start 

—  Isolation transformer
—  N +Y parallel redundancy

—  PFC (Potential free contact)

Technology  

DSP controlled IGBT based

Configuration  

—  Can be Paralleled up to 8 units
—  Standalone UPS

Certification  

About HS33 Series IT & Infra UPS
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IT & Infra UPS

SNMP

Dry contact

Parallel board

USB

CB (optional)

Connection 
terminals

Cold start button

Air vent

Maintenance 
switch

Output CB

Protective cover
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RS-232

RS-485

Input CB
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10/15 kVA 20/30 kVA

Connections

USB PortRS-232 Port SNMPRS-485 Port

Communication Connection

Friendly operation interface, high-resolution LCD screen

1. UPS rated power

3. Input information

5. The highest input phase voltage

6. Battery voltage

8. UPS ON/OFF

9. Battery and temperature information
10. Battery Numbers

2. UPS mode

4. Output Information

7. The load percent

12. Mute

13. History log

14. Time

15. Operation and settings
11. Alarm window, S-code 
and system settings

Control Panel
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Technical Specifications 

IT & Infra UPS

Model HS33-10 HS33-15 HS33-20 HS33-30 HS33-40

Output

Output Voltage THDu

Standard: RS232, RS485
Option: SNMP, Dry Contact, Parallel Kit,

Battery Cold Start

Input Voltage Range

Grid System

Rated Input Voltage

Rated Frequency

Input Frequency Range

Input Power Factor

Bypass Input

Rated Bypass Voltage

Rated Frequency

Bypass Voltage Range

Bypass Overload

Input Current THDi

Bypass Frequency Range

Output

Rated Inverter Voltage

Rated Frequency

Output Power Factor

Voltage Precision

Transient Response

Transient Recovery

304~478 VAC (Line-Line), Full Load;
228V~304 VAC (Line-Line), Load Decreases Linearly According to the Min Phase Voltage

42-60Hz (Adjustable)

>0.99

380/400/415 VAC (Line-Line)

50/60 Hz

Selectable, Default -20%~+15%;
Upper Limit: +10%, +15%, +20%, +25%;

Lower Limit: -10%, -15%, -20%, -30%, -40%

Selectable, ±1 Hz, ±3 Hz, ±5 Hz

125% Long Term Operation;
125%~130% for 10min;
130%~150% for 1min

<4% (Full Linear Load) <3% (Full Linear Load)

380/400/415 VAC (Line-Line)

50/60 Hz

1 0.9

±1% (0-100% Linear Load)

<5% for Step Load (20% - 80% -20%)

< 30ms for Step Load (20% - 100% -20%)

3 Phases + Neutral + Ground

380/400/415 VAC (Line-Line)

50/60 Hz

<1% (Linear Load);
<5.5% (Non-Linear Load) According to

IEC/EN62040-3

<1% Linear Load;
<6% (Non-Linear Load) According to

IEC/EN62040-3

<110%, 60 min;

110% ~ 125%,10 min;

125% ~ 150%,1 min

50/60 Hz ± 0.1%

Settable, ±0.5 Hz ~ ±5 Hz, Default ±3 Hz

Settable, 0.5 Hz/s ~ 3 Hz/s, Default 0.5 Hz/s

±240 VDC (Battery settable at 34 to 44 Nos. Even Nos.)

1%

Max=20% System Power

Inverter Overload

Frequency Regulation

Synchronized Range

Synchronized Slew Rate

Battery and Charger

Battery Rate Voltage

Charger Voltage Precision

Charger Power

Efficiency

AC Mode (Overall)

Battery Mode (Inverter)

System

Display

Interface

95% Max

94.5% Max

LED + LCD

>95% >96%

>95% >96%

0 ~ 40°C

-40 ~ 70°C

58dB @ 100% Load, 52dB @ 45% Load

250 x 660 x 530

31

0 ~ 95% (Non Condensing)

65dB @ 100% Load, 62dB @ 45% Load

250 x 680 x 770

5250

250 x 836 x 770

61

Environmental

Operation Temperature

Storage Temperature

Relative Humidity

Noise (1 meter)

Physical Data

Dimensions (W x D x H) (mm)

Weight (kgs)



www.hitachi-hirel.com 05

Pan India Presence

Worldwide Presence

IT & Infra UPS

Sivasagar

AHMEDABAD

CHENNAI

HYDERABAD

KOLKATA

MUMBAI

PUNE

Agartala

Patna

Angul

Bellary

Bhilai 
Raipur 

Bhubaneswar
Cuttack

Bokaro

Guwahati

Jaipur Gwalior
Kanpur

Jamshedpur

Jajpur

Korba

Coimbatore

Lucknow

Moradabad
Dehradun

Nagpur
Belgaum

Rajahmundry

Rajkot

Siliguri

Vapi

Vizag

Jammu & Kashmir
Jammu

Chandigarh

Ludhiana Himachal 
Pradesh

Bhadla

Haryana 

Mandi 

Uttar 
Pradesh

Bihar

Ranchi

Allahabad
Gorakhpur

Muzaffarpur

Jharkhand

Madhya Pradesh

Maharashtra 

Chhattisgarh 
Orissa

Andhra 
Pradesh

Karnataka

Tamil Nadu

Gujarat

Jodhpur

GANDHINAGAR

Baroda

Jamnagar

Mehsana

Surat

Udaipur
Barmer

BENGALURU

SANAND 
West 
Bengal

NOIDA

Mandsaur

Anantapur

Kamuthi

Telangana

Jhansi
Charanka

Tadipatri

Sangareddy

Siwan

Giridih

Deoghar

Jharsuguda

Bhawanipatna

Midnapore

Burdwan

Murshidabad

Jabalpur

Satna

Kolhapur

Ratlam

Nashik

Aurangabad

Goa

Bikaner

Valsad

Kota

Delhi/NCR

Agra

Banaras

Azamgarh

Batinda

Mansa

Jalandhar Pathankot 

Barelly

Shimla

Karnal 

Gonda

Salem

Madurai

Ariyalur
Cuddalore

Vellore

Hisar 

Tirunelveli

Chittorgarh

Indore
Bhopal

Punjab

Gundur

Raigad

Amalapuram

Sambalpur

Dibrugarh

Singrauli

Numaligarh

Bharuch

Asansol

Rourkela

Jalgaon

Kadri

Manufacturing Plant 

Corporate Office 

Solar Project Office

200+ Residential Service 
Engineer Locations

National Customer 
Support Center

Branch Office 

Australia

Bangladesh

Bhutan

Burundi

Cameroon

Chile

China

Dominic Republic 

Egypt

Ethiopia

Germany

Indonesia

Iran

Iraq

Ivory Coast

Jordan

Kazakhstan

Kenya

Kuwait

Libya

Malawi

Malaysia

Mexico

Montserrat

Mozambique

Myanmar

Nigeria

Oman

Pakistan

Paragua

Peru

Philippines

Qatar

Rwanda

Saudi Arabia

Senegal

Singapore

South Africa
Sri Lanka

Sudan

Tanzania

Thailand

Tunisia

Turkmenistan

UAE

Uganda

USA

Vietnam

Zambia
Zimbabwe

Algeria

Papua New Guinea

Afghanistan

Malta
Japan

Middle East

Botswana 

Brazil

India

Africa
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Contact us

In the spirit of innovation, specifications and features are subject to change without notice.

e-gallery

/company/hitachihirel

/hitachihirelindia

Registered Office: 
B-52, Corporate House, 
Near Judges Bunglow, Bodakdev, 
Ahmedabad - 380 054, Gujarat, India. 
Tel: +91-79-6604 6200, 
Fax: +91-79-6604 6243

Manufacturing Works:
Plot No. SM 3 & 4, Sanand GIDC - II,
Industrial Estate, Bol Village, 
Sanand - 382 110, Gujarat, India. 
Tel: +91-2717-678 777, 
Fax: +91-2717-678 700

contact@hitachi-hirel.com

www.hitachi-hirel.com

Helpline No.: (080) 6112 0800 (For Sales & Service)

Gandhinagar Facility:
B - 14/1 & 171, GIDC Electronics Zone, 
Sector - 25, Gandhinagar - 382 028, 
Gujarat, India.
Tel: +91-79-6170 0500

/hitachihirel

/hitachihirelindia


